SITE PLAN NOTES

1. ALL DIMENSIONS SHOWN ARE MEASURED TO EDGE OF
ASPHALT, UNLESS OTHERWISE SHOWN.

3. DIMENSIONS TO THE BUILDING ARE MEASURED TO THE
EXTERIOR OF THE FOUNDATION WALL UNLESS OTHERWISE
SHOWN.

4. BEARINGS, DIMENSIONS AND EASEMENTS ARE SHOWN FOR
REFERENCE. REFER TO RECORDED PLATS AND SURVEYS
FOR ADDITIONAL PROPERTY INFORMATION.

5. REFER TO ARCHITECTURAL PLANS FOR BUILDING
DIMENSIONS AND DETAILS.

6. SEE SHEET C801 FOR DETAILS REFERENCED ON THIS
SHEET.

7. TRAVERSE EXPANSION JOINTS ARE TO BE PROVIDED IN
CONCRETE SIDEWALKS AND COMBINED WALKS/CURBS
WHERE SHOWN AND AT INTERVALS NOT TO EXCEED 12 X
THE WIDTH OF THE WALK.

8. EXPANSION JOINTS SHALL BE INSTALLED IN CONCRETE
PAVEMENTS AND WALKS AT ALL LOCATIONS WHERE
PAVEMENTS AND WALKS ABUT A VERTICAL SURFACE SUCH
AS A CURB, WALL, COLUMN, ETC.

9. CONTRACTION JOINTS SHALL BE PROVIDED AT EQUAL
INTERVALS BETWEEN EXPANSION JOINTS IN CONCRETE
WALKS. INSTALL CONTRACTION JOINTS AS SHOWN BUT IN
NO CASE AT INTERVALS GREATER THAN 1.5 X THE WIDTH OF
THE WALK.

10. UNLESS OTHERWISE SHOWN, PERMANENT SIGNS SHALL BE
MOUNTED ON A SINGLE U-CHANNEL DRIVE POST DRIVEN 42
INCHES BELOW GRADE. THE BOTTOM EDGE OF THE SIGN
SHALL BE 6 FEET ABOVE THE NEAREST PAVEMENT EDGE
ELEVATION.

TBM-1
@ AN "X" MARKED ON THE SOUTHWEST BONNET BOLT
LOCATED ON AN EXISTING FIRE HYDRANT LOCATED IN
THE NORTHWEST CORNER OF THE SITE, 5 FEET OFF THE
BACK OF CURB SOUTH OF CAMBRIDGE WAY.
ELEVATION = 752.44.

@ DNR TBM HENCO 2, 1995

In Hendricks County, Bridgeport Quad., in the SE V4 of Section 1, T.
14 N., R. 1 E., 2nd P.M.; at Plainfield; at the 550 South Road bridge
over Rogers Creek; set in the top of the southwest concrete wingwall
of the bridge, 11.8 feet south of the centerline of 550 South Road, 11.1
feet northeast of power pole # 60/126, 6.15 feet northeast of the
southwest end at the southwest concrete wingwall of the bridge, 0.65
foot west of the east face of the wingwall, 0.7 foot north of the south
face of the wingwall, 0.55 foot south of the south face of the concrete
bridge deck and the west end of the south metal handrail of the bridge,
below the level of the road, a chiseled triangle.
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0 20' 40' 60'

ScALE: 1 INCH = 20 FEET
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LEGEND

EXISTING INTERMEDIATE CONTOUR

EXISTING INDEX CONTOUR

EXISTING GAS MAIN

EXISTING BURIED TELEPHONE

EXISTING WATER LINE

EXISTING FENCE LINE

EXISTING ELECTRIC LINE

EXISTING FIBER OPTIC

EXISTING OVER HEAD UTILITY

EXISTING SANITARY SEWER

EXISTING STORM SEWER

EXISTING FLOW LINE

EXISTING UTILITY POLE

EXISTING WATER METER

EXISTING FIRE HYDRANT

EXISTING FLAT GRATE INLET

EXISTING BEEHIVE INLET

EXISTING CURB INLET

EXISTING SANITARY SEWER M.H.

EXISTING STORM SEWER M.H.

EXISTING ELECTRIC TRANSFORMER

EXISTING WATER VALVE

EXISTING STREET LIGHT

EXISTING GAS METER

EXISTING TELEPHONE MANHOLE

EXISTING DECIDUOUS TREE

EX. CONIFEROUS TREE

EX. TELEPHONE PEDISTAL

EX. STREET SIGN

<&

ON-SITE BENCHMARK

SITE PLAN REFERENCES

SIGN AND POST.

1. HANDICAP SIGN LOCATION. CONTRACTOR TO PROVIDE

DETAILS.

2. PAINTED HANDICAP PARKING SYMBOL. SEE SHEET C801 FOR

3. PAINTED ACCESS AISLE.

4. PROPOSED PAINTED PARKING STALL (10'x20' TYPICAL).

5. PROPOSED LANDSCAPING AREA.

6. PROPOSED 6" CONCRETE COMBINATION CURB & WALK.

7. PROPOSED HANDICAPPED RAMP.

8. PROPOSED 6" STRAIGHT CURB.

9. CONCRETE PAVEMENT.

10, PROPOSED CONCRETE SIDEWALK.

11 PROPOSED DSXW2 LED 20C 500 40K T3M MVOLT LITHONIA LED
WALL PACK. SEE PHOTOMETRIC PLAN SHEET C107.

Ph: 317-831-7918
Holloway@HollowayEngineering.com
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118133
07/17/2018(REVISED PER TAC COMMENTS)

07/17/2018(REVISED PER DRC MEETING)

07/10/2018

FILE NO.
DATED
DRAWN BY |J.E K.
CHECKED
REVISED

REVISED

REVISED

SITE DATA:

/ONED: GB

PARKING  SUMMARY:

PROPERTY: 2.05 ACRES

PROPOSED BUILDING: 8,000 SQ.FT.

1 REGULAR H.C. PARKING SPACE

1 VAN HANDICAP SPACE

59 REGULAR PARKING SPACES

41 TOTAL SPACES

UTILITY AND IMPROVEMENTS LOCATION NOTICE

Only above ground utilities and improvements, visible on the date of survey, or
visible marking of utility locations as done by others, are shown on this survey.
No certification either expressed or implied is given as to the availability or
capacity of any utility. Further there is no certification either expressed or implied
for the location, horizontal or vertical, of any underground utility or structure,
including but not limited to slabs, foundations, manholes, pipes, tiles, ducts,
mains, valves, vaults, cables or wires.

Know what's belo

an
2

Gall before you dig.

SITE PLAN
LIFESTYLE POWER SPORTS
PLAINFIELD, INDIANA

PROJECT NAME & LOCATION:

SHEET NUMBER

c102




UTILITY PLAN NOTES LEGEND

REFER TO MECHANICAL, ELECTRICAL AND PLUMBING PLANS FOR CONTINUATION OF UTILITIES
WITHIN 5 FEET OF STRUCTURES.

EXISTING INTERMEDIATE CONTOUR
PRESSURE UTILITY MAINS AND SERVICE LINES MAY NEED TO BE INSTALLED AT A DEPTH

GREATER THAN THAT SPECIFIED OR SHOWN ON THE DRAWINGS TO CLEAR EXISTING AND
PROPOSED CROSSING UTILITIES. IN SUCH CASES, THE CONTRACTOR SHALL INSTALL VERTICAL
BENDS AS REQUIRED TO ACHIEVE APPROPRIATE CLEARANCE BETWEEN THE CROSSING
UTILITIES.

EXISTING INDEX CONTOUR

A MINIMUM HORIZONTAL SEPARATION OF 10 FEET BETWEEN WATER LINES AND SEWERS SHALL
BE MAINTAINED AT ALL TIMES. A MINIMUM VERTICAL SEPARATION OF 18 INCHES BETWEEN

WATER LINES AND SEWERS SHALL BE MAINTAINED AT CROSSINGS. IN THE EVENT THAT MINIMUM
SEPARATION REQUIREMENTS CANNOT BE MET, THE CONTRACTOR SHALL UTILIZE \L EXISTING BURIED TELEPHONE

EXISTING GAS MAIN

PRESSURE-TYPE WATER PIPE FOR SEWER PIPE.

Ph: 317-831-7918
Holloway@HollowayEngineering.com

NGINEERING

PIPE LENGTHS SHOWN ARE MEASURED FROM CENTER TO CENTER OF STRUCTURES ROUNDED ?\ EXISTING WATER LINE
TO THE NEAREST FOOT.

e EXISTING FENCE LINE
PIPE LENGTHS SHOWN FOR STORM SEWERS ARE MEASURED TO THE DOWNSTREAM END OF END vo
SECTIONS.

HOLLOWAY

P.O. Box 234 Mooresville, IN. 46158

E

& SURVEYING

6 EXISTING ELECTRIC LINE
WHERE GRADE MODIFICATIONS (CUT OR FILL) ARE SHOWN ADJACENT TO EXISTING VALVE BOX \
COVERS AND MANHOLE CASTINGS, THE VALVE BOX COVERS AND MANHOLE CASTINGS SHALL BE 6 R

ADJUSTED FLUSH WITH THE PROPOSED GRADE. EXISTING FIBER OPTIC

ADJUSTMENTS OF EXISTING MANHOLE CASTINGS TO GRADE TO A MAXIMUM OF 12 INCHES SHALL ‘ ) I ‘w EXISTING OVER HEAD UTILITY
BE MADE USING PRECAST CONCRETE RINGS PROVIDED THE TOTAL HEIGHT OF EXISTING AND
NEW ADJUSTING RINGS DOES NOT EXCEED 12 INCHES.

EXISTING SANITARY SEWER
ADJUSTMENTS OF CASTINGS WHERE THE TOTAL HEIGHT OF ADJUSTING RINGS WOULD EXCEED

12 INCHES SHALL BE MADE BY PLACING THE CONE AND/OR BARREL SECTION OF THE STRUCTURE.

”
TBM _1/3/ 4" SERVICE SADDLE EXISTING STORM SEWER
PAVEMENTS, WALKS, CURBS AND OTHER SURFACE IMPROVEMENTS REQUIRING REMOVAL FOR /

E

INSTALLATION OF UNDERGROUND UTILITIES SHALL BE RESTORED TO THEIR PRESENT CONDITION
UNLESS OTHERWISE SHOWN. EXISTING FLOW LINE

MANHOLE CASTINGS LOCATED WITHIN ASPHALT PAVEMENT AREAS SHALL INCLUDE A CONCRETE
COLLAR EXTENDING A MINIMUM OF 12 INCHES IN ALL DIRECTIONS FROM THE EDGE OF THE

CASTING PER THE DETAILS. EXISTING UTILITY POLE

COA/
SERVICE TUBING SHALL BE COPPER WATER TUBE, TYPE K, SOFT TEMPER. SEE TOWN STANDARDS ¢ 3/0(% EXISTING WATER METER
PAGE 10. 3/4™ WATER METER s
PER TOWN STANDARDS PAGE 10 "TRENCH OPENINGS ENCROACHING WITHIN 5' OF AN EXISTING © EXISTING FIRE HYDRANT
STREET OR WHENEVER THE CENTERLINE OF A WATER MAIN IS WITHIN 3 FEET OF A STREET
PRIVATE DRIVE OR SIDEWALK. FLOWABLE FILL SHALL BE USED FOR TRENCH BACKFILL". iy \\\\\\\\
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T PLAN NOTES g
> 1. | CONNECT SANITARY LATERAL TO EXISTING SAN. LATERAL STUB. n:
PROVIDE CLEANOUTS AS REQUIRED AT EVERY 100" INTERVALS. <
20.69' VERIFY INVERT OF EXISTING STUB. O z
AN
203 2. | FIELD VERIFY ACTUAL LOCATION OF EXISTING MAIN AND PROVIDE % '<
' ADJUSTMENT WITH NEW LATERAL AS REQUIRED TO MEET MINIMUM o~
) 1.04% SLOPE REQUIREMENTS. MINIMUM INVERT OUT OF THE Z n: D
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|O.H. DR, SEWER. 0 ; -
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U i © 3. | CONNECT PROPOSED 6" WATER SERVICE TO EXISTING 8" WATER O ]
' LINE. FIELD VERIFY SIZE, LOCATION AND ELEVATION OF EXISTING 0o
WATER LINE. SEE MECHANICAL PLANS (BY OTHERS) FOR LOCATION : 11|
OF WATER AT BUILDING. METER AND BACKFLOW PREVENTER INSIDE e W
BUILDING. CONTACT CITIZENS WATER FOR TAP OF EXISTING MAIN. = 18
SCREENED 5 - | 2
. STORAGE 4. | COORDINATE AND CONNECT BUILDING ELECTRICAL LINE TO EX. —_
< AREA ELECTRICAL TRANSFORMER (APPROX. LOCATION SHOWN ON PLAN). <
COORDINATE CONNECTION WITH POWER COMPANY AND 7))
ELECTRICAL DRAWINGS. ADJUST AS REQUIRED. L ﬂ—l..
5. | COORDINATE AND CONNECT BUILDING GAS SERVICE LINE TO METER. |18
COORDINATE CONNECTION WITH MEP DRAWINGS AND o
y. SERVICE PROVIDER. ADJUST AS REQUIRED. -
6. | COORDINATE AND CONNECT BUILDING TELEPHONE SERVICE LINE TO %
PROPOSED OUTDOOR CONNECTION POINT AS PROVIDED. COORDINATE CONNECTION WITH =
TR et DISPLAY SITE DRAWINGS. ADJUST AS REQUIRED. 3
DUMPSTER AREA o)
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Only above ground utilities and improvements, visible on the date of survey, or Z
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capacity of any utility. Further there is no certification either expressed or implied 7z g
6.86 AC. = 7 for the location, horizontal or vertical, of any underground utility or structure, % SHEET NUMBER

including but not limited to slabs, foundations, manholes, pipes, tiles, ducts, Know what’s bﬂlo s
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LANDSCAPE LEGEND:

KEY-WG] KEY:AM] PLANTING SPECIFICATIONS: Landscaping Notes
EVERGREEN SHRUB ORNAMENTAL TREE
BOTANICAL NAME: TAXUS X MEDIA YEW BOTANICAL NAME: ACER GINNALA I A&)R%AN‘& X:EEE@FE;EE?AEE‘%NNF(?EMTHTEO ;MHEERELANN?%AEES 1. Al plont materials to meet minimum stondards set by American
COMMON NAME: WINTER GREEN BOXWOOD COMMON NAME: AMUR MAPLE Association of Nurserymen, latest published addition of American
MIN. SIZE AT PLANTING: 18 INCHES CALIPER: 1.5 INCHES QSEE\EEYAsNgoiﬁR?EZYNUARNSDERHYXAVEEN'NSE?ANAF @ngDBE\E/E[éE‘ECSL OF Standard for Nursery  Stock. o £
QUANTITY: 64 : ; . WELL- G
KEYDY] i BRANCHING STRUGTURE AND VIGOROUS FIBROUS ROOT SYSTEM. 2 Al oreas disturbed by construction and not otherwise poved or 2 g
EVERGREEN SHRUB ORNAMENTAL TREE landscaped and all lawn areas shall be seeded and mulched with z g o
BOTANICAL NAME: TAXUS X MEDIA BOTANICAL NAME: GLEDITSIA TRIACANTHOS 2. PLANTS SHALL BE HEALTHY, VIGOROUS PLANTS FREE FROM INSECTS straw a5 specified. =
COMMON NAME: DENSE SPREADING YEW COMMON NAME: IMPERIAL HONEYLOCUST AND DISEASE. TRUNK AND STEMS SHALL BE FIRM WITH NO INDICATION Ny - 5
MIN. SIZE AT PLANTING: 18 INCHES CALIPER: 1.5 INCHES OF FUNGUS CANKERS OR GALLS, INSECT BORERS, DIEBACK, FRONT 3. Al lawn areas to be raked smooth, fertilized and watered prior = 0 O
%\WY 77 QUANTITY: 7 CRACKS, SUNSCALD, OR OTHER DEFECTS. to seeding. I %
EVERGREEN SHRUB 7 KEY:AB] 3. ALL PLANTS SHALL BE COMMERCIALLY GROWN AND NO PLANTS % of mix.  Name of grass Purity ~ Cermination Application ° m & < W
BOTANICAL NAME: BUXUS SEMPERVIRENS \ ORNANENTAL TREE FROM THE WILD SHALL BE ACCEPTABLE WITHOUT SPECIFIC Dn >
COMMON NAVE: GREEN VELVET BOXWOOD | 1™~ \o <= POTANICAL NAWE: AMELANCHIER SHADBLOW ; 40% Kentucky 31 Bluegrass 0% 75% 1.5 #/1,000 sq.ft Qoo
MIN. SIZE AT PLANTING: 18 INCHES <7 IN COMMON NAME: AUTUMN BRILLIANCE APPROVAL FROM THE DVISION: OF BULDING INSPECTION. 40% Penniawn Red Fescue 98%  90% 1.5 #/1,000 sq.ft z Sanr 2
: ' / CALIPER: 1.5 INCHES ; ' ’ i e}
(KJLE@'NHTG‘IW o4 A\ QUANTITY: 16 \L 4. TREES SHALL NOT BE ACCEPTABLE IF THEIR CENTRAL LEADER 20% Creeping Red Fescue %% 8% 1.0 /1,000 saft. q N N E “ 5
DECIDUCUS SHRUB ‘ KEY:BB] HAS BEEN CUT OR IS DAMAGED SO THAT CUTTING 15 4. Planting soil mixture for tree and shrub pits to be 1/3 existing E o &L
BOTANICAL NAME: ITEA VIRGINICA DECIDYOUS SHURS : NECESSARY. soil, 1/3 peat and 1/3 sand by volume G NN
COMMON NAWE: HENRYS GARNET SWEETSPRE BOTANICAL NAME: EUNYMUS ALATUS "COMPACTUS ' ' i 5
UL SIZE AT PLANTING: 18 INCHES nggSRN- EQM‘EN:CELEJSN\NG BUSH P 5. PLANTS SHALL NOT BE PRUNED PRIOR TO INSTALLATION. ANY 5. All unsurfaced areas to receive four inches of topsoi, grass seed, z S2 3
QUANTITY: 11 QUANTITY: 13 *6 NECESSARY PRUNING SHALL BE DONE IMMEDIATELY AFTER THE and mulch and shall be watered and maintained until a healthy o o
KEY:AV] KEY:BS] l 6 TIME OF INSTALLATION. stand of grass is obtained. m "0 o Ke)
DECIDUOUS SHRUB FVERCREEN TREE 0 A= KENTUCKY BLUEGRASS 40 LBS/ACRE; CREEPING RED FESCUE 40 LBS/ACRE; -] -
BOTANICAL NAME: VIBRURNUM DENTATUM BOTANICAL NAME: ACER GINNALA 6. PLANT HEIGHT SHALL BE MEASURED BEFORE PRUNING WITH PLUS 2 TONS STRAW MULCH//ACRE,’OR ADD ANNUAL RYEGRASS 20 {BS/AbRE.
COMMON NAWE: ARROWOOD VIBURNUM : BRANCHES IN A NORMAL POSITION. NO PLANT SHALL BE PRUNED
: COMMON NAME: BLUE SPRUCE A-68.44"
MIN. SIZE AT PLANTING: 24 INCHES SIZE: 6 HIGH . BACK TO SUCH AN EXTENT THAT IT NO LONGER MEETS THE
i ' REQUIRED SIZE SPECIFICATIONS. B= KENTUCKY BLUEGRASS 60 LBS/ACRE; CREEPING RED FESCUE 60 LBS/ACRE;
QUANTITY: 10 QUANTITY: 10 P\ R-90.00 PLUS 2 TONS STRAW MULCH/ACRE, OR ADD ANNUAL RYEGRASS 30 LBS/ACRE.
T — - — - — "|HATCH PATTERN C ° ' "
- %Ewgs PROPOSED WULCH BED ‘ . D-43°34'06 7. ALL DECIDUOUS AND EVERGREEN TREES SHALL BE BALLED AND N
A-18.76 BN-71°10'50" BURLAPPED. NO BARE ROOT TREES SHALL BE ACCEPTABLE.
1

1 PLANT QUANTITY R-225.00 W C-66.80" 8. THE MINIMUM SIZE OF BALLS, BALL DEPTHS, AND BALL DIAMETERS D= WHEAT OR RYE 2 BUSHEL/ACRE.

AR PLANT TYPE D-4°46'34" . SHALL BE IN ACCORDANCE WITH RECOMMENDED BALLING AND BURLAPPING

FN REQ. LOCATION onEInaN SPECIFICATIONS AS SET FORTH IN THE CURRENT EDITION OF THE E= ANNUAL RYEGRASS 40 LBS/ACRE. (1 LB/1,000 SF)

SYMBOL DESCRIPTION : BN-89°25'29" E AMERICAN STANDARDS OF NURSERY STOCK.
F= SOD.

FN FOUNDATION REQUIRED PLANTINGS
FY FRONT YARD REQUIRED PLANTINGS
SY SIDE YARD REQUIRED PLANTINGS

C-18.75'

N 9. ALL BALLED AND BURLAPPED PLANTS WHICH CANNOT BE PLANTED
- ! > IMMEDIATELY SHALL BE SEALED IN AND PROTECTED WITH
A 14206' § BURLAP OR OTHER ACCEPTED MATERIAL.

R-80.00 S

G= STRAW MULCH 2 TONS/ACRE.

*/1/ » = IRRIGATION NEEDED DURING JUNE, JULY AND / OR SEPT.

oA A1mAN o 10. ALL EXTERIOR GROUND AREAS EXCEPT SURFACES OCCUPIED BY
RY REAR YARD REQUIRED PLANTINGS 5 D-101°44'32 S BUILDINGS, STRUCTURES, PAVING, MULCHING, PLANT MATERIAL, «« = IRRIGATION NEEDED FOR 2 TO 3 WEEKS AFTER APPLYING SOD
PK PARKING REQUIRED PLANTINGS o BN-79°43'26" E & AND AREAS TO BE LEFT UNDISTURBED, SHALL BE SEEDED OR '
b Sy SODDED IN AN ACCEPTABLE MANNER ACCORDING TO LOCAL
andscaping Notes @1{40( C-124.12' NURSERY STANDARDS.

1. Al plant materials to meet minimum standards set by American PROPOSED 5%39%»%
Association of Nurserymen, latest published addition of American MONUMENT
SIGN %

Standard for Nursery Stock.

11, IDEAL TREES SELECTED FOR THIS PROJECT HAVE A STRAIGHT

0 20' 40' 60' TRUNK, ROUNDED OR OVAL FORM, AND SYMMETRICAL BRANCHING
|

2. All areas disturbed by construction and not otherwise paved or
landscaped and all lawn areas shall be seeded and mulched with ;!—-!;:d PATTERN.
straw as specified.
1
3. All lawn areas to be raked smooth, fertilized and watered prior [ | ] (C) \ 12, ALL TREES AND SHRUBS SHOWN ON THIS DRAWING SHALL BE
to seeding. SCALE° 1 lNCH = 20 FEET ® oo PLACED IN A MANNER TO ALLOW FOR AMPLE ROOM TO DEVELOP.
7% of mix. Name of grass Purity  Cermination Application @
; 13. ALL SERVICE STRUCTURES SHALL BE SCREENED.
40% Kentucky 31 Bluegrass 90% 75% 1.5 #/1,000 sq.ft. o 9
40% Penniawn Red Fescue 987% 90% 1.5 #/1,000 sq.ft.
20% Creeping Red Fescue 98% 80% 1.0 #/1,000 sq.ft. 14. IF WORK IS REQUIRED WITHIN THE EASEMENTS CAUSING REMOVAL

®
&
&®
&
& OR DAMAGE OF LANDSCAPE MATERIALS, THE PROPERTY OWNER SHALL
& BE RESPONSIBLE FOR REPLACEMENT OF MATERIALS ACCORDING TO THE
5
@
5
Q
@

4. Planting soil mixture for tree and shrub pits to be 1/3 existing
soil, 1/3 peat and 1/3 sand by volume. APPROVED LANDSCAPE PLAN

5. All unsurfaced areas to receive four inches of topsoil, grass seed, ’
and mulch and shall be watered and maintained until a healthy
stand of grass is obtained.

A= KENTUCKY BLUEGRASS 40 LBS/ACRE; CREEPING RED FESCUE 40 LBS/ACRE;

PLUS 2 TONS STRAW MULCH/ACRE, OR ADD ANNUAL RYEGRASS 20 LBS/ACRE. PLANTING SPECIFICATIONS:

B= KENTUCKY BLUEGRASS 60 LBS/ACRE; CREEPING RED FESCUE 60 LBS/ACRE;

CERTIFIER'S SIGNATURE

PLUS 2 TONS STRAW MULCH/ACRE, OR ADD ANNUAL RYEGRASS 30 LBS/ACRE. 1. ALL PLANT MATERIALS SHALL CONFORM TO THE STANDARDS SET 7. ALL DECIDUOUS AND EVERGREEN TREES SHALL BE BALLED AND
@ \ FORTH IN THE CURRENT EDITION OF THE AMERICAN STANDARDS BURLAPPED. NO BARE ROOT TREES SHALL BE ACCEPTABLE.
NURSERY STOCK OF NURSERYMEN. PLANTS SHALL BE TYPICAL OF
C= SPRING OATS 3BUSHEL/ACRE. \
/ \ SPECIES AND VARIETY, AND HAVE NORMAL, WELL—DEVELOPED 8. THE MINIMUM SIZE OF BALLS, BALL DEPTHS, AND BALL DIAMETERS
D= WHEAT OR RYE 2 BUSHEL/ACRE. BRANCHING STRUCTURE AND VIGOROUS FIBROUS ROOT SYSTEM. SHALL BE IN ACCORDANCE WITH RECOMMENDED BALLING AND BURLAPPING
| 2. PLANTS SHALL BE HEALTHY, VIGOROUS PLANTS FREE FROM INSECTS O R o R R e SORRENT EDITION OF THE
. ; AMERICAN STANDARDS OF NURSERY STOCK.
E= ANNUAL RYEGRASS 40 LBS/ACRE. (1 LB/1,000 SF.) \ AND DISEASE. TRUNK AND STEMS SHALL BE FIRM WITH NO INDICATION
F= SOD. \ o OF FUNGUS CANKERS OR GALLS, INSECT BORERS, DIEBACK, FRONT 9. ALL BALLED AND BURLAPPED PLANTS WHICH CANNOT BE PLANTED
G= STRAW MULCH 2 TONS/ACRE. \ CRACKS, SUNSCALD, OR OTHER DEFECTS. IMMEDIATELY SHALL BE SEALED IN AND PROTECTED WITH
*/1/¢ = IRRIGATION NEEDED DURING JUNE, JULY AND / OR SEPT. BURLAP OR OTHER ACCEPTED MATERIAL.

e = |RRIGATION NEEDED FOR 2 TO 3 WEEKS AFTER APPLYING SOD. ! 3. ALL PLANTS SHALL BE COMMERCIALLY GROWN AND NO PLANTS

\ FROM THE WILD SHALL BE ACCEPTABLE WITHOUT SPECIFIC 10.  ALL EXTERIOR GROUND AREAS EXCEPT SURFACES OCCUPIED BY
FOUNDATION PLANTING BUILDING 1: \ APPROVAL FROM THE DIVISION OF BUILDING INSPECTION. BUILDINGS, STRUCTURES, PAVING, MULCHING, PLANT MATERIAL, .
2 8Q. FT. PER 1 LINEAR FT. OF BUILDING \ 4. TREES SHALL NOT BE ACCEPTABLE IF THEIR CENTRAL LEADER DN AN, AP ABLE NN hcooone 1o aea R (|£ 1
\ HAS BEEN CUT OR IS DAMAGED SO THAT CUTTING IS NURSERY STANDARDS. o
NORTH BLDG.FACE REQ. PLANTINGS: \ | // \ NECESSARY. é =
_ AN A . 5. PLANTS SHALL NOT BE PRUNED PRIOR TO INSTALLATION. ANY 11, IDEAL TREES SELECTED FOR THIS PROJECT HAVE A STRAIGHT =
115 LFT. 123105SPQOEijnglégD?-or:'\?ngAl;\ﬁ'TJg\lSA%T;EA _ = \ NECESSARY PRUNING SHALL BE DONE IMMEDIATELY AFTER THE ;RAL#EF,{NROUNDED OR OVAL FORM, AND SYMMETRICAL BRANCHING CE) HJJ
. . Z/\ TIME OF INSTALLATION. : =
! &)
_ 6. PLANT HEIGHT SHALL BE MEASURED BEFORE PRUNING WITH 12. ALL TREES AND SHRUBS SHOWN ON THIS DRAWING SHALL BE
PROPOSED PLANTINGS: e e \ BRANCHES IN A NORMAL POSITION. NO PLANT SHALL BE PRUNED PLACED IN A MANNER TO ALLOW FOR AMPLE ROOM TO DEVELOP. Q g
314 SQ.FT. FOUNDATION LANDSCAPE PLANTING AREA PROVIDED. ' BACK TO SUCH AN EXTENT THAT IT NO LONGER MEETS THE |<£ a
\ REQUIRED SIZE SPECIFICATIONS. 13. ALL SERVICE STRUCTURES SHALL BE SCREENED. ol
(48) HEDGE PLANTS 18" TALL = 0.025 POINTS EA. FOR A TOTAL OF 1.2 POINTS. 4 EL | 14. IF WORK IS REQUIRED WITHIN THE EASEMENTS CAUSING REMOVAL E E
GREEN VELVET BOXWOOD 18" TALL o o Q/ \ . OR DAMAGE OF LANDSCAPE MATERIALS, THE PROPERTY OWNER SHALL ala
" - BE RESPONSIBLE FOR REPLACEMENT OF MATERIALS ACCORDING TO THE
KALLAY PFITZER JUNIPER 16 TALL SPACE \ 25
D | >\ >
» | w
SOUTH BLDG. FACE REQ. PLANTING: \\ iYPNAATTURPALiNTTREBNE%H EEDDG%QG Seasonal Soil Protection Chart XYl
114.62 LFT. = 230 SQ.FT. FOUNDATION PLANTING REQ. \ > TABLE "A” 0 o | B
1.15 POINTS REQ. FOR PLANTING FACE . To) FINISHED GRADE SEASONAL SOIL. PROTECTION CHART o olo
OUTDOOR N~ STABILIZATION ™ AN NN
PRACTICE JAN. FEB. MAR. APR. MAY JUNE JULY AUGNOVSEPDEC.OCT. cf) =~ - S~ =~
PROPOSED PLANTINGS: DISPLAY AREA \ ‘O-O- = Sl o = S| IS
702 SQ.FT. FOUNDATION LANDSCAPE PLANTING AREA PROVIDED. \ ®Ix|w NS
L oG, —— — — |O5 oo
(51) HEDGE PLANTS 18" TALL = 0.025 POINTS EA. FOR A TOTAL OF 1.27 POINTS. \ = TR 1 X St — 22 Q S A
GREEN VELVET BOXWOOD 18" TALL CONC. SIDEWALK N : : > AQ D (alala
WINTER GREEN BOXWOOD 18" TALL 31%2, <t : N § 516|6| o
KALLAY PFITZER JUNIPER 18" TALL : S| <S8 S\ s>
— el RTTRATIRQTH
: S T o = Q8|52
EAST FACING ALTERNATE PLANTINGS s
(PLACED AROUND SCREENED STORAGE AREA) OLD NATIONAL BANK SHRUB PLANTING DETAIL
57.58 LFT = 115 SQ.FT. FOUNDATION PLANTING REQ. NO SCALE
0.57 POINTS REQ. FOR PLANTING FACE INST. 201309629 ®
: 10
PROPOSED PLANTINGS: 2 03 AC 77751,,,&,,, -
572 SQ.FT. FOUNDATION LANDSCAPE PLANTING AREA PROVIDED. . . @@\ PROPOSED BUILDING i nDc' g
|
(] [ :
(24) SHRUBS 18" TALL = 0.025 POINTS EA. FOR A TOTAL OF 0.6 POINTS ®®‘ 8 000 SQ FT } g g
(5) SHRUBS 24" TALL = 0.05 POINTS EA. FOR A TOTAL OF 0.25 POINTS gg‘ ’ . . L,,,,l > ngA\Em%N%’—/{&ETERBAYL WS/HSAP%E
GREEN VELVET BOXWOOD 18" TALL & F.F.E=753.50 =
WINTER GREEN BOXWOOD 18" TALL ‘%\%‘ by ,,,,E,,, : DO NOT CUT LEADER = N\ | m
BURNING BUSH 24" TALL ‘@@‘ '\\ Rt HARDWOOD STAKE
‘iiiéti‘ Q ! RUBBER HOSE F
WEST FACE REQ. PLANTING: ‘Q‘FC?‘ o Z m <
121.58 LFT = 243 SQ. FT. FOUNDATION PLANTING REQ. ‘QQ‘ . TREE WRAPPING MATERIAL < O
1.22 REQUIRED PER PLANTING FACE 058 f&fg N 0 %
|
(50) HEDGE PLANTS 18" TALL = 1.22 POINTS ‘g%‘ 20.3' TURNBUCKLE 18 0 =
GREEN VELVET BOXWOOD 18" TALL ‘® ! 4" NATURAL TRENCH m D
WINTER GREEN BOXWOOD 18" TALL ®§) . EES‘NE%GTEYSP' AT PLANT —~— GUYING—1/8" CABLE—3 PER TREE w z
KALLAY PFITZER JUNIPER 18" TALL o ] | 20.3 Z Ll e~
‘ ————
PARKING LOT: 41 PARKING SPACES =432 SQ.FT. OF LANDSCAPE ISLAND REQ. R }O.H. DR.} B :—Q: -T2 FINISHED GRADE — ; -
THREE LANDSCAPE ISLANDS PROPOSED = 892.8 SQ.FT. | | 1 ‘ 19.49' *@y@@ @ ®® n.
(2) AUTUMN BRILLANCE =1 POINTS g? ARYYTE A OO0 R S g O 9]
= : A e A T AR e o 2] NV .
(3)AMUR MAPLE = 1.5 POINTS ‘Eﬁ\@‘ GOR® CITOO O R IS <//§\\;// 224" HARDWOOD STAKE O n. m
| o T L e ] >
iy CORR OO O R XK Z\\/Z 5 0N M=
i DA L K Tl K \
FRONT YARD: 229.25' = 11 POINTS OF LANDSCAPING REQ. B SCREENED CORVATTOOC R W) ) //\\\/% g TR BENETH ROOTBALL | 67 M. 'a) | L
! _— ° 6" MIN. — LKA, 0 G
% STORAGE y 9%// A \i///\\\ TREE AND SHRUB PLANTING NOTES: z
LEVEL 5: (5) AMUR MAPLES = 2.5 POINTS 1 = T AREA BN SRR Z -
(4) AUTUMN BRILLIANCE =2 POINTS gg AREA 77‘72" S SIS . ?gcﬁggiéga%g%c/*;;égf*i%% < u) fl
(9) BLUE SPRUCE= 4.5 POINTS °37'57" W TMIN. MIN ALLOW FOR SETTLING. _I
(29)GREEN VELVET BOXWOOD 18" HIGH =0.72 POINTS 14.96" DO 2. CONSTUCT 3" SOL RING ARQUND L 18
(26) DENSI YEW 18" HIGH = 0.65 POINTS iR ALL TREES, EXCEPT IN LAWN. Ll-
(18) WINTER GREEN BOXWOOD 18" HIGH =0.45 POINTS TREE PLANTING DETAIL FLOOD TWEE W/IN 24 HRS. —
(9) BURNING BUSH 24" HIGH = 0.45 POINTS %‘ f NO SCALE 3. CUT AND RENOVE BURLAP FROM —I
(10) ARROWOOD 24" HIGH = 0.5 POINTS A
€IEZE | | YEREA 4. FOR PLANT MATERIAL GREATER -
G R O OO DMENSION BETHEEN SO BALL g
TOTAL PROPOSED POINTS = 11.77 IARY | g =
OUTDOOR AND WALL OF HOLE TO 9 ~
PROPOSED /' '!' <
_—— ' DISPLAY
SIDE YARD(E): 317.59 = 3.18 POINTS DUMPSTER : AREA §
LEVEL 1 (3) AMUR MAPLE = 1.5 POINTS N 790 10'-8" X10'-8" % 2
(4) AUTUMN BRILLIANCE =2 POINTS 8 09’ / UTILITY AND IMPROVEMENTS LOCATION NOTICE E
6.1 | | ° <
SIDE YARD(W): 320.84' = 3.21 POINTS 12 ' Only above ground utilities and improvements, visible on the date of survey, or Z
LEVEL 1 (2) AUTUMN BRILLIANCE = 1 POINTS . visible marking of utility locations as done by others, are shown on this survey. ( Q
(2) AMUR MAPLE = 1 POINTS i No certification either expressed or implied is given as to the availability or S
(3) HONEY LOCUST = 1.5 { o v \N 10 capacity of any utility. Further there is no certification either expressed or implied : g
A \\‘ // 6'53 for the location, horizontal or vertical, of any underground utility or structure é] \ %
REAR YARD: 375.74' = 3.76 POINTS PGy for ine , IOM: , Of any underground Uity 0 : bel SHEET NUMBER
LEVEL 1 (4) AUTUMN BRILLIANCE = 2 POINTS < 1 \\\ including but not limited to slabs, foundations, manholes, pipes, tles, ducts, Know what's BSIOW. 0 q) ~
(4) HONEY LOCUST = 2 POINTS mains, valves, vaults, cables or wires. ca“ before you dig. C, L 6)




PERSPECTIVE REDNER (LOOKING SOUTHEAST)

PERSPECTIVE REDNER (LOOKING NORTHWEST)

UTILITY AND IMPROVEMENTS LOCATION NOTICE

Only above ground utilities and improvements, visible on the date of survey, or
visible marking of utility locations as done by others, are shown on this survey.
No certification either expressed or implied is given as to the availability or
capacity of any utility. Further there is no certification either expressed or implied
for the location, horizontal or vertical, of any underground utility or structure,
including but not limited to slabs, foundations, manholes, pipes, tiles, ducts,
mains, valves, vaults, cables or wires.

@!
Know what's belo \ 2
Gall before you dig.
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C P\N\ Luminaire parts list

Index Manufacturer Luminaire type Item number Fitting Luminous flux Light loss factor Connected load Quantity

DSXW2 LED WITH 3 LIGHT

[@.0D(M. 0D, 0. 041 (1. DD)]CQQM(D 000, 00)(0.00)(0. ON(E. 00)(0. 00)(0. 0D(F. 0D(0.00)(0. 0. I 000, 00 1 Lithonia Lighting | ENGINES. 30 LED's, 70oma | PSR EEDE 109 Im 0.80 7w 10

DRIVER, 4000K LED, TYPE 3

Ph: 317-831-7918

NGINEERING

P.O. Box 234 Mooresville, IN. 46158

HOLLOWAY

Holloway@HollowayEngineering.com
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COAVC Q‘)& # Name Parameter Min Max Average Mean/Min Max/Min *

S @&/

(0. OO0 O (0. OO0 a8~ D/ ek ieted) . 00D DN 4 U (0. 00T, 000, 00)(@. 00, 0. 01 (@A A4 04,0, 041,0. 01 1| Lrestviepower | FRRRER 0000 c 404t 037 / /

289LFT OF 1" COPPER
0. 0,001,007 0,04 ,0. 07 /s e L0 0 (0 AQ NI

AN

U. a1 b. U 0. 04 0. 04 W 01 0. 0= U1, 0. A

THE

59, 0. I/ 00,0 o L 7/01.,0.01,4:01,0.01,0.01,0./07

L i
T N

\ i
\\ A 111,

082 _ §. 04, 0,481 0. 04,0, U1
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\\ D_S eri es Si ze 2 waled  DSXW2LED 30C 700 40K T3M MYOLT 5\ O\\// 222
‘ \ ‘ LED Wall Luminaire Notas gI §
/0.02,0.01 4/01,0.04,0.01,0.01,/.03,0.01,0.04,0.02.0.07,0. 0% ,0,04,0.02},0. 42,,0.102,04 02,0-02 4.0 ,0.02,,0. 02,0. 01 Bama | 5!
\\\ eeries - : <4+ Capable Luminaire - \
\0.01,0.¢1,0.04,0.01,0.02.,0.02,0.0%,0.5%.0.02.0.02,0.02,0.02,0.07,0.02,0.02,0.05,0.03,0\04,0.04.4.04,0.03,0.02,0.02 sl I e <o copie L s
\‘ Luminaire Back Box {BBW) appearance and systermdavel interoperability,
. D;:J, R R s -
~0/.0.07//.01,0.02,0.02,0.04,0,/85 0.05,0.04 0. 0.06.,0.03 0. .0g,0.40,40.09,4.47,0.06,0.03,0.03 e e =
\ . Fd r ¥ :F’T D1 luminaire to phatocantrol interope rakility 1 <Z:
\ [ | o Rk i s B &
0.01,0.01,04f1.0.03.,0.02,0.05.0.08,0.11 1013 .0.11,0. 10. 12,0110 |0 1g\n. 2% .0.23.4.20,0.07 ,0.04 0. 03 LIl A \E e o, e et s nd A
4\7 To learn moF:e agoutc,ﬁt mj | g %
.. \ i s 2
+DDD4+DD D4DD4+DDD3+DDD%+DDDB+DD4 +u 7+Du%4+DD%Z+DD AVDDEE%: %7AVDD EE|+MD 7E| DD%H+DZ%+DD42+DDDE+DDDE 2. A+ Certified Selutiens for ROAM require the erder E
& & ‘\ @ ommn e s ks 3
VAN \ :
0.00,0.01,0/44/0.01,0,03,0.06,0.70,0/25,0.55,0.95 1.4 _1.08A.2 1.8 g A Zdg |4, +4\‘\D7 .95 43,0.20,0.09,0.05 ]| e
\\\ DSXWZLED | 20C 20LEDs | 350 350mA 20K 0K T2§ Tupl Shart MyoLT? Shipped incuded Shipped installed a
/ Eﬂ"’(‘]“’ﬂg) 530 530mA | 40K J00K T2 Topell Medium | 120 {blank) Surface PE Phustae lectriz ezll, bunontype —
[O.0D(@/0).0/0,0.01,0.03,0.05 0. 2.2 ,2.5 ,2.2 2.4 ,3.5 4.6 ,3.6 ,2.6 ,2.B5 A5 .}47.0.45,0.06,0.03 o e |0 s ||| | Ao
anqne) 4 oS | T4 Topehimiedin | 2779 PERS Futewweleceptad nly (eontlordered separat<f? <
\ L i v o ﬁ:ﬂ:z ;;wmss:;:tew T SRk i % E
_ N R, B LS 3=
(0. 000, 0oygf00,0.041,0.04,0.04,0.04,0.08,0.29,0.96 1.8 A5 o A [ 2.4 2.9 Al o) 3w.0.42 0,04 ,0.02 W |5 BImIIT S5
| | 34.62 31.62 | st L =l a
| E E E ERIECEE gfrﬁélen‘tlse:mrle;;g\ega“f% s L gm % %
| | 4837 o oo
0.0 0. 4h0.00,0.04,0.01,0.041,0.02,0.06,0.29 1.2 2.2 3}7 omor| o oR) 2.7 2.1 ,0|B2.0022.,0.06,0.02,0.07 22
N — . Bl o B WU W, B At
| e N L ==
0.00,0. 0. 0@ 0W,0. 01,0. 01,8.84,8.02,0.07.0. 25 4.0 2.3 3|6 PROPOSED BUILDING & |1g8| 1.8 2 .0} =6 ,0.05,0.02,0.07 SRR
289LFT OF 1" COPPER | ) s g , S S
WATER TUBE TYPE K, 81000 SQFT SRS g gﬁ LITFICIAIA OneLithonia Way + Conyers, Georgia 0012 + Phone: B00279.8041 + DERIED © = E A
y SOFT TEMPER\ % FFE=75350 3 E ] i LIGKNTING., ©2012:3017 Acuity Brandk Lighting, Ine. Al rights reserved Page 1 of 4 : '5 - '5 '5
(O, 0D(O/AD,0.01,0. 04 (0.00D,0. 01,0.04,0.04 ,0.06,0.27 ,1.3 2.2 2}/ =.5—-2.9 .14 .0}60,0.07.,0.03,0.07 S lazlalalsl
o AEEEEEE
SIEBEEHE
([0, 0D(0. 0. 0D, 00(0.00),0. 01, 0. 84, 8. 84,0.03,8.07 ,0. 25 - 0, ,2.3 ,4}0 (4.9 ),3.7 ,1J6 ,0}55.,0.15,0.07 ,0.02 ol it it
20.3'
< i 203
(0. 000 0@ AD(0. 000 00([@. 00(@.00,0. 01,0. 01.8:02,0.06,8.26 ,0.88,2.0 314 | —%—.7 2.8 2.7 3.7 2.2 A .0f51.,0.21.0.028,0.03
| \ 19.49'
L/ 3445
([O.0D(@. 0//0. 00, 00(0. 0D, 0. 01..0.B4,0.02 ,0.05,0.09,0. 18 ,0. 44 ,1.1 1.3 A5 ,0.03,2.5 30 ,2.2 1.6 1.7 1.5 ,0.B3.0}847.0.16.0.07 0.04 "
SCREENED 2
_ STORAGE Z Y <
0. 0D/80@. 00™. 00,0.01,0.01,0.01,0.02,0.04.,0.09,0.19,0.41.0.84,1.2 ,0}5/7 AREA 0.87 1.6 1.4 1.2 ,0.78,0.72.0.65,0.%4 0827542506 ,0; 04 j Oz
1 |52
([0, 0@ 000, 00, 0-041,8.04,0.04,0.02 ,0.04,0.08,0.15,0.29,0.53,0. 84,0} 34 O .0472,0.65,0.47,0.68,0.33,0.23,0. .00, 06 ,0.03 % Etl%
-~ PROPOSED ODUTEE)OR lI.I-J % d
(0. 0O)(0. 00)(0. 00)(0. 00)(0. 00, 0. [ Ta DDngnDimnDE+DD4D+DD4§+DDED+DD%Dﬁn&%mﬁi%pg  CP$Y. 05 0L 2B81,0.91.,0). 17 ,0. 18 .0\12 .06 ,0.04,0.02 s |&d
/ 0 20" 40' 60' (@) W=
o ™ ™ e E o dY
[0.00(0.00),0.01 (0. 00,0.04,0,04,0.02,0.02 ,0.04 0. T ==dd 0.8 ,0.12 ,0.10,0.07 ,0.08,0.09,0.10 0. 16, _ 0. ,02.0.04,0.07 SCALE: 1 INCH = 20 FEET (I) t%
i fﬁ El_
,0.04,0.01,0.02,0.03,0.04,0.05,0.05,0.05,0. 04, TemS~ad 05 0.03,0.02,0.07 0. (Y7 0002, 0. 02 ,0.03,0.03,0.02,0.02_0.01 E
5
S
,0.03.,0.02,0.05,0.01,0.01,0.04,0.01,0.02,0.05.0.02,0.02,0.02,0.04,0.07 :
o)
UTILITY AND IMPROVEMENTS LOCATION NOTICE §
+D - U7 +D - U7 +D - U7 +D - U7 Only above ground utilities and improvements, visible on the date of survey, or ) E
visible marking of utility locations as done by others, are shown on this survey. \( 7 )
No certification either expressed or implied is given as to the availability or __\_ n 8@1 %
capacity of any utility. Further there is no certification either expressed or implied $ &
for the location, horizontal or vertical, of any underground utility or structure, % SHEET NUMBER

including but not limited to slabs, foundations, manholes, pipes, tiles, ducts, Know what’s bﬂlow.

mains, valves, vaults, cables or wires. ca" before you dig_ @ 1. ."_'7/




	C102
	C105
	C106
	C107.1
	C107

