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THICKENED CONCRETE
APRON SLAB

CULTURED STONE OVER
8" X 8" X 16" CMU,
MATCH BUILDING

STEEL PIPE BOLLARD,
SEE CIVIL PLANS

CONCRETE
LANDSCAPING CURB
AND GUTTER, SEE CIVIL
PLANS

SQUARE STEEL TUBING
EMBEDDED IN CONCRETE

METAL GATE

EQ. EQ. PRECAST CONCRETE
WALL CAP

DROP PIN ASSEMBLY,
BORE HOLE IN CONCRETE

TO RECEIVE DROP PIN
ASSEMBLY

4'
-0

"

BARREL HINGE WELDED
TO TUBE STEEL

LOCKABLE LATCH
BOLT ASSEMBLYTHICKENED CONCRETE SLAB ON 4"

GRAVEL BASE W/ (4) #4 x CONT.

8" CMU WALL, GROUTED @ REINFORCED
CELL W/ #5 HOR. BOND BEAM @ TOP &
BOTTOM OF WALL 4'-0" MAX O.C.
#5 VERTICAL @ 24" O.C. W/ STANDARD
HOOK AT FOOTING CENTERED ON WALL
& ALTERNATE HOOK

CONCRETE FOOTING, SEE
STRUCTURAL DETAIL D5/S300

PRECAST CONCRETE WALL CAP

CONCRETE LANDSCAPING CURB.
SEE CIVIL PLANS

CAULK JOINT BETWEEN WALL CAP
AND STONE

8" CONCRETE WALL W/ (2) #4 x CONT.
TOP & BOTTOM, SOLID GROUTED
CMU IS OPTIONAL

NO. 9 GALV. LADDER TYPE REINF.
@ EVERY OTHER JOINT

LAPPED REINF. TO MATCH DOWEL
SIZE AND LOCATION
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SOIL

INDICATIVE DUMPSTER
SHOWN, COORDINATE

W/ OWNER

CULTURED STONE,
MATCH BUILDING

STEEL PIPE BOLLARD, SEE CIVIL
PLANS

THICKENED CONCRETE
APRON SLAB

PRECAST CONCRETE WALL CAP

GRAVEL BASE, SEE CIVIL PLANS

4" X 4" HSS

CULTURED STONE OVER 8" X 8" X
16" CMU, MATCH BUILDING

CONCRETE LANDSCAPING
CURB AND GUTTER, SEE
CIVIL PLANS

PRECAST CONCRETE WALL CAP

SOIL

CULTURED STONE OVER 8" X 8" X
16" CMU, MATCH BUILDING

GENERAL NOTES:
FOR DUMPSTER LOCATIONS SEE
CIVIL SHEETS

6" BOLLARD
(BOTH SIDES)

4"X4" HSS COLUMN,
ALIGN W/ INSIDE
FACE OF WALL

2X2 HSS FRAME

11
2" METAL DECK

INDICATIVE DUMPSTER
SHOWN, COORDINATE
W/ OWNER

6" BOLLARD,TYP.
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8" X 8" X 16"  CMU

SLOPE TO DRAIN

CULTURED STONE,
MATCH BUILDING

4'-0"

1"

3"
1"

1'-012"
CONCRETE OR
ASPHALT AS
SCHEDULED

CONCRETE
FOOTING

6" Ø STEEL PIPE
BOLLARD FILLED W/
CONCRETE, PAINTED,
ROUNDED TOP
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"
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2'-0"

4" x 4" x 1/2" HSS COLUMN

MASONRY WALL

THICKENED CONCRETE
APRON SLAB

CONCRETE
FOUNDATION

8"x3"x1/4" PLATE, WELDED
TO COLUMN & EMBED

INTO CMU WALL...

4"
 M
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.

SCALE: 1/2" = 1'-0"

FRONT ELEVATION
1

SCALE: 1/2" = 1'-0"

SIDE ELEVATIONS
2

SCALE: 1/2" = 1'-0"

REAR ELEVATIONS
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SCALE: 1/2" = 1'-0"

ENCLOSURE SECTION
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SCALE: 1/2" = 1'-0"

FLOOR PLAN
5

COLORED
CONCRETE CAP

12ga WIRE LOOP
@ 24" O.C.

DRIP EDGE

SCALE: 3" = 1'-0"

CONCRETE CAP DETAIL
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SCALE: 3/4" = 1'-0"

BOLLARD DETAIL
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SCALE: 1 1/2" = 1'-0"

COLUMN BASE DETAIL
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BACKER ROD AND SEALANT

CULTURED STONE, MATCH
BUILDING
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