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GRADING NOTES

CONTRACTOR TO VERIFY ALL EXISTING TOPOGRAPHY AND STRUCTURES ON THE
SITE AND IMMEDIATELY NOTIFY THE ENGINEER OF ANY DISCREPANCIES PRIOR
TO STARTING WORK.

ALL PAVEMENT SPOT GRADE ELEVATIONS AND RIM ELEVATIONS WITHIN OR
ALONG CURB AND GUTTER REFER TO EDGE OF PAVEMENT ELEVATIONS UNLESS
OTHERWISE NOTED.

ALL ELEVATIONS SHOWN DEPICT FINISHED GRADE OR EDGE OF PAVEMENT
UNLESS OTHERWISE NOTED. GENERAL CONTRACTOR TO COORDINATE WITH
EXCAVATION, LANDSCAPE AND PAVING SUBCONTRACTORS REGARDING TOPSOIL
THICKNESS FOR LANDSCAPE AREAS AND PAVEMENT SECTION THICKNESS FOR
PAVED AREAS TO PROPERLY ENSURE ADEQUATE CUT TO ESTABLISH SUBGRADE
ELEVATIONS.

NO EARTHEN SLOPE SHALL BE GREATER THAN 3:1, UNLESS OTHERWISE NOTED.

MAXIMUM SLOPE IN ACCESSIBLE PARKING SPACES AND LOADING ZONES SHALL
NOT EXCEED 2.0% IN ALL DIRECTIONS.

MAXIMUM RUNNING SLOPE SHALL NOT EXCEED 5% AND CROSS SLOPE SHALL
NOT EXCEED 2% ON ALL SIDEWALKS AND ACCESSIBLE ROUTES UNLESS
OTHERWISE NOTED.

WHEN NATURAL FLOW OF DRAINAGE IS AWAY FROM CURB, CONTRACTOR TO
INSTALL REVERSE GUTTER PITCH.

MATCH EXISTING ELEVATIONS AT THE PROPERTY LIMITS.

UTILITY LEGEND

/Q EX. HYDRANT

% EX. WATER VALVE

@ EX. SANITARY SEWER MANHOLE
OC‘O‘ EX. SANITARY SEWER CLEANOUT

EX. STORM MANHOLE

EX. STORM CATCH BASIN/INLET
EX. GAS METER

EX. LIGHT POLE

PROPOSED STORM STRUCTURE
PROPOSED SANITARY MANHOLE

° PROPOSED SANITARY CLEANOUT
8 PROPOSED WATER STRUCTURE
m 8 CeO PROPOSED LIGHT POLE

GRADING LEGEND

EP EDGE OF PAVEMENT

FL = FLOW LINE/PAVEMENT GRADE

TC TOP OF CURB

ME MATCH ELEVATION

TF = TOP OF FOUNDATION

R = RIM ELEVATION
TW = TOP OF WALL
FG = FINISHED GRADE

TS = TOP OF STAIRS

BS BOTTOM OF STAIRS

620 PROPOSED CONTOUR
RIDGE LINE

SLOPE AND FLOW DIRECTION
100—YEAR OVERLAND OVERFLOW ROUTE
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DETENTION BASIN 100—YEAR EMERGENCY
OVERLAND OVERFLOW ROUTE

PROPOSED SWALE

PROPOSED RETAINING WALL
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