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SITE

DETAILS -

DETAILS 1

C601
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S

1.5" 9.5MM HMA SURFACE

2.5" 12.5 MM HMA INTERMEDIATE

8" COMPACTED #53 STONE

S

PREPARED SUBGRADE

COMPACTED PER SPECIFICATIONS

STANDARD DUTY SECTION

6
"

SCALE: NONE

TOP OF 6" CURB

6' TAPER

CURB END TRANSITION

PVMT. ELEVATION

PVMT. SURFACE

14

or PER PLAN

o
r
 
P

E
R

 
P

L
A

N

3

INTEGRAL WALK AND CURB

SCALE: NONE

COMPACTED SUBGRADE - THE UPPER 6" SHALL COMPLY WITH THE DENSITY REQUIREMENTS OF THE

CONTRACT DOCUMENTS IMMEDIATELY PRIOR TO PLACING THE MATERIAL THEREON. ALL SOFT,

YIELDING OR OTHER UNSUITABLE MATERIAL, WHICH CANNOT BE COMPACTED SATISFACTORILY, SHALL

BE REMOVED. ALL ROCK ENCOUNTERED SHALL BE REMOVED OR BROKEN OFF AT LEAST 6" BELOW THE

SUBGRADE SURFACE. ANY HOLES OR DEPRESSIONS RESULTING FROM THE REMOVAL OF UNSUITABLE

MATERIAL, SHALL BE FILLED WITH SATISFACTORY MATERIAL AND COMPACTED TO CONFORM WITH THE

SURROUNDING SUBGRADE SURFACE.

PROVIDE 1/4" WIDE, 1" DEEP TRANSVERSE SCORED JOINTS AS SHOWN ON SITE PLAN OR AT

INTERVALS NOT TO EXCEED THE WIDTH OF THE WALK.  EXTEND TRANSVERSE JOINTS THROUGH

CURB TOP AND FACE.

VARIES

(SEE PLANS)

PAVEMENT

2.

1.

6"6"

SLOPE 1/4" PER 1'-0"

1/4"

WIDE

TOOLED

JOINT

1" RADIUS

TOOLED EDGE

4
"

4000 PSI FIBER

REINFORCED CONCRETE

SEE SPECIFICATIONS

5
"

SLOPE 2% MAX

SCALE: NONE

NEW PAVEMENT TO EXISTING PAVEMENT DETAIL

6

EXIST. PVMNT.

10' (MIN.)

LINE OF SAWCUT

NEW ASPHALT PAVEMENT SECTION

REFER TO PLANS FOR SECTION

PRIME COAT

MILL 1"-2" OF EXIST. PAVEMENT

TO RECEIVE NEW SURFACE

SCALE: NONE

 STRIPING DETAILS

7

PAVEMENT MARKING-STOP BAR

(SEE SITE PLAN)

VARIES

2
4
"

min. 4' in advance of a crosswalk

USE STOP

SIGN (R1-1)

CONTINENTAL CROSSWALK

24" SOLID WHITE  LINE PAVEMENT MARKINGS

NOTE: SAWCUT CONTROL JOINTS

10' O.C. AND AT ENDS OF ALL

RADIUS RETURNS.

** WHERE SIDEWALK IS

CONSTRUCTED ADJACENT TO THE

CURB,THE SPACE BEHIND THE

NEW CURB SHALL BE FILLED WITH

GRANULAR MATERIAL TO THE

REQUIRED ELEVATION AND

COMPACTED IN LAYERS NOT TO

EXCEED 4".

P.C. CONCRETE

1"r

6"

1"r

2"r

24"

6" COMPACTED #53 STONE BASE

6
 
3
/
4
"

6
 
3
/
4
"

15

CHAIRBACK CURB AND GUTTER

REVERSE CURB DRAINAGE AWAY FROM CURB

SCALE: NONE 

T

B

0.00

-0.50

9

SCALE: NONE

6" CONCRETE FILLED BOLLARD - 9

SCALE: NONE

STANDARD ASPHALT PAVEMENT DETAIL

5

6
"

SCALE: NONE

PREPARED SUBGRADE

WIDTH PER PLAN

COMPACTED PER SPECIFICATIONS

4" COMPACTED #53

CRUSHED AGGREGATE

THICKEN CONCRETE AT

HEAVY DUTY CONCRETE PAVEMENT (DUMPSTER)

8" PORTLAND CEMENT CONCRETE

4000 PSI W/ FIBER REINFORCEMENT

4"

2"

TERMINAL EDGE

24"

PAVEMENT EDGES AND

WHERE PAVEMENT ABUTS

ASPHALT PAVING

17

2' - 0"

1
3
 
1
/
8
"

6" 18"

1' - 5"

6
"

6
 
3
/
4
"

R

2

"

R

1

"

STANDARD CURB DRAINAGE TO CURB

18"

SLOPE 

1

4

"/FT

7
"

5" AS

INDICATED ON PLANS

36"

1

2

"

3"

7
"

5" AS

INDICATED ON PLANS

36"

1

2

"

3"

8"

TOP OF CURB

BOTTOM OF CURB

CURB JOINT DETAIL

TRANSVERSE CONTRACTION

PAVEMENT

TRANSVERSE EXPANSION

16

JOINTS @ 100' C-C  AND AT ALL RADII RETURNS. JOINTS @ 10' C-C.

PROVIDE A MIN. OF ONE EXP. JOINT FOR CURBS

30-FEET AND LONGER.

1.5" 9.5 MM HMA SURFACE

2" 12.5 MM HMA INTERMEDIATE

6" COMPACTED #53 STONE

H

PREPARED SUBGRADE

COMPACTED PER SPECIFICATIONS

HEAVY DUTY SECTION

SCALE: NONE

HEAVY ASPHALT PAVEMENT DETAIL

4

3" 25 MM HMA BASE

12"

12"

3/8"

6" COMPACTED #53 STONE BASE

6
"

SCALE: NONE

96" min.

NOTE: ONE IN EIGHT ACCESSIBLE SPACES SHALL BE VAN ACCESSIBLE, BUT NOT LESS THAN ONE.

COMPLYING WITH ANSI 4.28.8. SIGNS SHALL

96" min.

2440mm

ACCESSIBLE PARKING SPACE

60" min.

SEE SITE PLAN FOR ACTUAL DIMENSIONS

**5'-0" MIN. AISLE FOR REGULAR SPACE

**8'-0" MIN. AISLE FOR VAN ACCESSIBLE SPACE

2440mm 1525mm

**AISLE

INTERNATIONAL

4" WIDE BLUE

PAINT STRIPES

(TYP.)

IN THE SPACE.

NOT BE OBSCURED BY A VEHICLE PARKED

INTERNATIONAL SYMBOL OF ACCESSIBILITY

IDENTIFIED BY A SIGN SHOWING THE

ACCESSIBLE PARKING SPACES SHALL BE 

11

SYMBOL OF

ACCESSIBILITY; BLUE

12

ACCESSIBLE PARKING W/ DEPRESSED CURB RAMP

SCALE: NONE

6" CURB

(1 SIGN PER SPACE)

COMBINED WALK

B

& CURB

8'-0'' STRIPED VAN SPACE

5'-0'' STRIPED REGULAR SPACE

8'-0'' ACCESSIBLE SPACE

STRIPE (TYP.)

4" BLUE PAINT

ISOMETRIC

OF ACCESSIBILITY; BLUE

INTERNATIONAL SYMBOL 

A

2

0

'

-

0

'

'
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STRIPE (TYP.)

4" BLUE PAINT

B

A

13

SCALE: NONE

1
'
 
-
 
1
1
"

*  POST TO BE

SLOPED

ACCESSIBLE PARKING SIGN DETAIL

12"

BELOW SURFACE MOUNT

PRE-PAINTED GALVANIZED STEEL

1
8
"

CONCRETE

4" 4"

1
"

ACCESSIBLE

* CHANNEL POST

(2#/Ft.) 8'-10" LONG

ACCESSIBLE

FACE

MATERIAL

Alum.

80 Ga.

6
"

VAN

PARKING

REFLECTIVE

WHITE

6
'
 
-
 
0
"

FINISHED

m
i
n
.

1
8
"

BLUE

12"

ACCESSIBLE PARKING SPACES SHALL BE IDENTIFIED BY

A SIGN SHOWING THE INTERNATIONAL SYMBOL OF

ACCESSIBILITY COMPLYING WITH ANSI 4.28.8. SIGNS

SHALL

NOT BE OBSCURED BY A VEHICLE PARKED IN THE SPACE.

ANSI 4.28.5 FINISH AND CONTRAST THE CHARACTERS,

SYMBOLS AND BACKGROUND OF SIGN SHALL BE

EGGSHELL, MATTE, OR OTHER NON-GLARE FINISH.

CHARACTERS AND SYMBOLS SHALL CONTRAST WITH

THEIR BACKGROUND, WITH EITHER LIGHT CHARACTERS ON

A DARK BACKGROUND OR DARK CHARACTERS ON A LIGHT

BACKGROUND.

SPACES COMPLYING WITH 4.1.2(5)(b) SHALL HAVE AN

ADDITIONAL SIGN "VAN-ACCESSIBLE" MOUNTED

BELOW THE SYMBOL OF ACCESSIBILITY.

GRADE

NOTE: ONE IN EIGHT ACCESSIBLE SPACES

SHALL BE VAN ACCESSIBLE, BUT NOT LESS

THAN ONE.

NO PARKING STRIPING

4" WHITE OR

YELLOW STRIPE

(PER PLANS)

3/8"

1
'
 
-
 
1
 
1
/
2
"

FLUSH WITH

ALL HEAVY DUTY

CONCRETE SHALL

HAVE EUCLID

BARRICADE

SILIANE 40 SEAL

OR APPROVED

EQUAL

18

STOP SIGN DETAIL

SCALE: NONE

STOP

3
0
"

m
i
n
.

SLOPED

CONCRETE

BELOW SURFACE MOUNT

12"

4"4"

1
8
"

*  POST TO BE

(2#/Ft.) 9'-10" LONG

* CHANNEL POST

PRE-PAINTED GALVANIZED STEEL

FACE MATERIAL

WHITE REFLECTIVE

6
'
 
-
 
0
"

WHITE REFLECTIVE

FACE MATERIAL

SURFACE

REGULATORY SIGN

R1-1 30"X30"

RED BACKGROUND

30"

SCALE: NONE

#5 REBAR 1'-6" LONG

W/ 3/4" HOLE CAST

1" BEVELLED EDGE

SCALE: NONE

2

'
-

0

"

(4000 PSI.)

(REBAR SHALL BE FLUSH WITH TOP OF PARKING BUMPER)

6

'

-

0

"

 

M

i

n

.
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6
"
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#5 REBAR 1'-6" LONG W/ 3/4" HOLE CAST

PRECAST CONC. PARKING BARRIERS

CONCRETE PARKING BUMPER

3
'

CONCRETE FILLED

PAINTED WHITE

AROUND BASE.

CONCRETE POURED

TOP OF GROUND/SURFACE

CONED TOP

4'

6" STEEL POST

PLACED 2'-2 1/2" FROM 

EDGE OF BUILDING OR

BOLLARD TO BE 

AS SHOWN ON UTILITY

PLANS

18"

NOTE: 

SURFACE MOUNTS ARE NOT PERMITTED.  

NOTE: 

SURFACE MOUNTS ARE NOT PERMITTED.  

PLAN VIEW

SEE DETAIL MI-3D
CONCRETE SLAB

28'-0"

1
2
'
-
0
"

1
0
'
-
0
"

CORNER POST

4" O.D. GALV.

GATE DETAIL

ALL JOINTS

WELD

GALV. STD. PIPE

1 5/8" O.D.

7'-0" GATE OPENING7'-0" GATE OPENING

STD. PIPE

STD. PIPE

2" O.D. GALV.

2" O.D. GALV.

1
8
"
 
M

I
N

.

SEMI-SELF DRAINING

CENTER STOP

PAVEMENT

CONCRETE

2" MIN.

SEE ARCHITECTURAL PLANS

MATERIAL PAINTED BLACK

DUMPSTER GATE SHALL BE 

(2 REQUIRED)

NOTE:

TO PREVENT SELF-CLOSING OF GATE WHEN IN THE OPEN POSITION.

1.  GATE STOPS, KEEPER, DROP ROD OR HOLD BACKS SHALL BE INSTALLED

1
/
8
"
 
P

E
R

 
F

O
O

T

S
L
O

P
E

1/2" EXPANSION JOINT

6" CONCRETE LANDING

FOR WALL SECTION

1

20' MASONRY DUMPSTER ENCLOSURE DETAIL

SCALE: NONE

HIGH IMPACT COMPOSITE

2.  DUMPSTER ENCLOSURE GATES SHALL BE HIGH IMPACT COMPOSITE MATERIAL 

8" SPLIT FACE CMU

BOTH SIDES OF FOUNDATION WALL

1" CHAMFER @ SS DRIP EDGE.

IN ALTERNATING CORES (16" O.C.)

GROUT CORES SOLID. PROVIDE #4 VERTICAL

PAINT & SEAL EXPOSED BLOCK FACE

6" FIBER REINFORCED CONC. SLAB 

COMPACTED SUBGRADE

T/MASONRY-BOND BLOCK

EL.=+6'-0"

T/ FOOTING (FIN. FLOOR)

EL.=0'-0"

FIN. GRADE

ANCHOR TO TOP COARSE

CORES @ 16" O.C.

#4 VERTICAL BAR IN ALTERNATING

GROUT CORES SOLID & PROVIDE

8" CMU W/ HORIZ. TIES @ 16" O.C.

CONTINUOUS 2X8 WOOD BLOCKING

OVER TREATED 3/4" PLYWOOD

ANODIZED ALUM. CAP

4"

12"

18"

EL.=-3'-0"

EL.=-4'-0"

EL.=-0'-4"

FIN. GRADE TOP SLAB

1/2" EXPANSION JOINT

2

MASONRY DUMPSTER 8" WALL SECTION

SCALE: NONE

10"

2" COMPACTED #53 STONE SUBBASE

6X6 - W2.9XW2.9 WWM

24"

2"
2"

#4 VERTICLE REBAR @ 8" O.C.

HORIZONTAL LADDER

REINFORCING @ 16"

O.C. VERTICALLY

#5 ANCHOR REBAR

@ 16" O.C.

1" CHAMFER EACH SIDE

#4 HORIZONTAL & VERTICAL

REBAR @ 10" O.C.

#4 REBAR (TYP.)

#4 OVERLAP REBAR

8"

WIRE MESH WALL TIE

(INSTALL CORNER TIES AT

 EACH CMU COURSE)

ELEVATION VIEW

TOP VIEW ( CORNER REINFORCING)

CONTRACTOR TO SUBMIT CMU

PRODUCT DATA SHEET TO

ARCHITECT FOR APPROVAL

PRIOR TO ORDERING MATERIAL

PAINTED BLACK AS SHOWN ON THE ARCHITECTURAL PLANS
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