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Introduction

The new RSX LED Area family delivers maximum
value by providing significant energy savings, long
life and outstanding photometric performance at an
affordable price. The RSX3 delivers 25,000 to 41,000
lumens allowing it to replace 400W to 1000W HID

The RSX features an integral universal mounting
mechanism that allows the luminaire to be mounted
|II

on most existing drill hole patterns. This “no-dril
solution provides significant labor savings. An

Specifications

Eftp%oo . 0.70 ft? (007 mz) —r ; \ . '

( ): i —— ) luminaires.
. 33.8"(85.9 cm) —

Length: (SPA mount) —

Width: 16.1" (40.9 cm) o

Height: 30" (7:6 cm) Main Body I + rEShaRE

7.2"(18.4 cm) Arm

Weight 42.0 Ibs (19.1 kg)

(max):

RSX3 LED

-RSX3 LEDJ| P1

3000K R3  Type3Wide
4000K R4 Type 4 Wide

easy-access door on the bottom of mounting arm
allows for wiring without opening the electrical
compartment. A mast arm adaptor and an
adjustable integral slip-fitter are also available.

EXAMPLE: RSX3 LED P4 40K R3 MVOLT SPA DDBXD

MVOLT  (120V-277V)" SPA Square pole mounting (Min. 3.0" SQ for 1

P2 HVOLT  (347V-480V)?2 at 90° Min. 3.5" SQ for 2, 3, 4 at 90°)
P3 5000K RS Type 5Wide (use specific voltage for RPA ROU[}d PO|9 mounting i
m RS Type S Short options as noted) (3.2" min pole dia. for 1,2,3 or 4 at 90°)
» 1203 2773 MA Mast arm adaptor
AR Automotive font fow 2083 3473 (fits 2-3/8" 0D horizontal tenon)
2403 480° IS Adjustable slipfitter (fits 2-3/8"0D tenon) *

IWBA Wall bracket |

, LITHONIA
LIGHTING.

Shipped Installed Shipped Installed | DDBXD Dark Bronze |
HS House-side shield *Standalone Sensors Controls (factory default settings, see table page 5) | DBLXD Black
PE Phatocontral, button style >’ PIRS Motion/ambient sensor for 8-20'mounting heights "% DNAXD Natural Aluminum
PEX Photocontrol external threaded, adjustable ®7 PIRHS Motion/ambient sensor for 20-40’mounting heights ”'** DWHXD White
PER7 Seven-wire twist-lock receptacle only (no controls) ”&° DDBTXD Textured Dark Bronze
(E34 Conduit entry 3/4"NPT (Qty 2) DBLBXD Textured Black
SF Single fuse (120, 277, 347) *Networked Sensors/Controls DNATXD Textured Natural Aluminum
DF Double fuse (208, 240, 480) * i I DWHGXD Textured White
SPD20KV 20KV Surge pack (10KV standard) NLTAIRZ - nlight AIR gejerat\on 2 c ) ) i
) ) PIRHN Networked, Bi-Level motion/ambient sensor (for use with NLTAIR2) 711147
FAO Field adjustable output
DMG 0-10V lead wires extended (no controls)
Shipped Separately (requires some field assembly)
EGS External glare shield
EGFV External glare full visor (360° around light aperture) *Note: Sensor coverage pattern is affected when luminaire is tilted.
BS Bird spikes 2
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Schedule

Symbol

Label

Quantity

Manufacturer Catalog Number

Lumens Per Light Loss

Lamp Factor Wattage

W1

14

Lithonia RSX3 LED P4 50K R4
Lighting MVOLT WBA DDBXD

40976 0.95 311.92

Statistics

Description

Symbol

Avg Max Min

Max/Min

Avg/Min

Boundary Grade

0.2fc |0.8fc |0.0fc

N/A

N/A

Car Parking_Grade

23fc |8.6fc |0.5fc

17.2:1

4.6:1

Paved Area Grade

11fc |8.9fc |0.0fc

N/A

N/A

Property Grade

0.5fc |89fc |0.0fc

N/A

N/A

Trailer Dock_Grade

24fc |89fc |0.5fc

17.8:1

4.8:1

Trailer Parking_Grade

KPR K|+

00fc |0.0fc |0.0fc

N/A

N/A
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LIGHTING PHOTOMETRIC

SCALE: 1"

GENERAL NOTES
GENERAL PLAN NOTES:

. MH: 30'-0" A.F.G.
. POINTS CALCULATED AT: GRADE
. LIGHT LOSS FACTOR: AS NOTED

Disclaimer

This lighting submittal is strictly based on the information

provided to LIGHTsource, and is provided without warranty as to accuracy,
completeness, reliability or otherwise. If the information (including but not
limited to floor-plans, reflected ceiling plans, electrical plans and specifications)
provided to Acuity Brands is incomplete or not current (i.e., newer versions
exist), the accuracy of proposed design may be adversely affected. Once this
lighting submittal is received by the customer or end-user (as applicable),it is
the obligation of the customer or end-user (as applicable) to consult with a
professional engineering advisor to determine whether the proposed design
meets the applicable project requirements for lighting system performance,
code compliance, safety, suitability and effectiveness for use in a particular
application. In no event will LIGHTsource be responsible for any loss resulting
from any use of any information contained in this lighting submittal.

Exel Inc., d/b/a DHL Supply Chain (USA)
570 Polaris Parkway
Westerville, OH 43082

CONTACT: Josh Wheeler, Senior Director
Office: (817) 722-2605
Cell: (817) 307-0497
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