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MATERIAL COLORS
Building Elevations Checklist

SW 7015 - REPOSE GRAY

SW 7017 - DORIAN GRAY SW 7018 - DOVETAIL SW 7019 - GAUNTLET GRAY Building Elevations filed in connection with the submission of a Development Plan shall be drawn to

scale and shall include the following items:

_\Ll. Address of the site.

;L_Z. Proposed name of the development.

43. Scale.

44. Elevations for each fagade of the Building.

4L5- Specification or sample of the type and color of Building materials to be used for all wall,
window, roof and other architectural features.

Lﬁ. A separate true color rendering of the proposed Building, including any proposed Wall Sign.

_\LT. Placement, size, color and illumination details for any proposed Wall Sign.

_\L& Details of any exterior architectural lighting proposed on or around the Building.

J/ 9. A color rendering of the proposed Building.
10.  Any other information requested in writing by the Plan Commission or Director.

REVISION DESCRIPTION

REVISION SCHEDULE

Director, in its sole discretion, may waive or relax any of the Building Elevation requirements listed
above, as circumstances dictate.

CLEAR ANNODIZED ALUMINIUM  WHITE TEXTURE - LIGHT FIXTURE

NOTE: Article 5.5 and Article 5.6 of the Plainfield Zoning Ordinance have specific exterior building
material requirements. When Building Elevations are submitted under either of these Articles, the
Building Elevations shall include a summary table of all building materials used on each fagade and
shall identify the percentage of each applicable fagade made up of each of the building materials.

MATERIALS
PRECAST WALL PANEL

CLEAR ALUMINIUM STOREFRONT

Glass used above a transom window height, or a glass curtain wall used elsewhere on a fagade that is not
a window or door, shall be considered an exterior building material.

f‘“mﬁ

EXAMPLE TABLE OF EXTERIOR BUILDING MATERIALS SUMMARY

GRANITE e S

Area Excluding Percentage of Area

Total | Windows, Doors, | Area of Exterior Building Materials | of Each Qualifying

| Area | Roofing & Soffit or Colors Uses Exterior Material w
s = (A) (B) (©) (C/B)
| S <R30z
FAPS North | Sqg. Ft. Sq. Ft.. Primary Material / Color — Sq. Ft. PRECAST  95% é%% : g gggggg
| Facade Secondary Material / Color — Sq. Ft. | WINDOW  4.4% EEEE% 285%:8
' / 23,811 22,640 Other Material(s) / Color(s) — Sq. Ft. |DOOR  0.6% £33 7:3:2 %ggé
4 East Sq. Ft. 5q. Ft. Primary Material / Color — Sq. Ft. PRECAST  90% 2 éﬁ > covcon
Facad i —Sq. Ft. | winoow  1.4% S 2
LIGHT FIXTURE - SEE PHOTOMETRICS FOR SPACING AND HEIGHT “eade 141,541 37,426 secondary Material / Color — 3. Ft :

Other Material(s) / Color(s) — Sq. Ft. |DOOR  8.4%

e
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CONCRETE 4 | ' South Sq. Ft. Sq. Ft. Primary Material / Color — Sq. Ft. PRECAST  95%
VIPER S o @]mu i Fagade 93811 99 640 Secondary Material / Color — Sq. Ft. | wiNDOW  4.4% Q
. Job i e ’ ! ! Other Material(s) / Color(s) — Sq. Ft. |DOOR  0.6%
STRIKE Aprovls 3 West | Sq. Ft. Sq. Ft. Primary Material / Color — Sq. Ft. | PRECAST  82% o mum
SMALL VIPER LUMINAIRE L

Fagade Secondary Material / Color — Sq. Ft. | WINDOW  9.5%

SPECIFICATIONS PRODUCT IM.AEE{S} - _ 4] ’ 79 7 34 ,286 Other M a:[e[-ia[{gj ! CD|GI‘{5] — Sq_ Ft. DOOR 8.5% ' '
!rT:“ E:::a:a;;erlmninaim is available with a wide m;gmm‘mﬁonﬁ" PGl il H TT PS :/ / WWW ATM | P R E C AST . C O M / '

choice of different LED Wattage configurations
and optical distibutions designad o replace HID
lighting up to 400W MH or HPS.

Construction:

» Manutacturad with die cast alurminum.

» Cpated with & polyester finish that meets
ASTM B117 comosion test requirements
and ASTM D522 cracking and loss of

(PR} motion sensor capable of detacting
miotion 3607 around the luminaire. When

na motion is detected for the specified time,
the Motion Resnonse system reduces the
wattage to factory preset level, reducing the
light leval accordingly, When motion is
detected by the PIR sensor, the luminaire
refurms to full wattage and full light output,
Please contact Beacon Products if project

BDDRO1 2714215v2
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: : requirements vary from standard configuration, >
adhesion test requirements. _  Ayailable with Energeni for optional set —
. I-_wdem.al hard.-'l.rare s c;urmelon resistant. - elimming, timed dirmming with sirmple delay, or :
* One piece optical cartridge system consisting timed dimming based an time of night (see —_ N
of an LED engine, LED lamps, optics, gasket R e T e S = U ‘ )
and stainkess steal bezel. i ;
= Cartridge is held together with internal brass = In.ﬂ?g?g;‘ mﬂ caneit;c Spm;'gl'j t < Z
standofs soldered to the board so that it can s YNNG oY IEptE CAR ISR Sy I DIMENSIONS L | =
Sy : S for reduction in energy and maintenance costs
~rte s '|' i aé’”ﬂ_ F"E":EE{EI‘DI SYIE; whila optirmizing light quality 24/7. For more A —] z Z
M B e e TG details, see ardering information or visit: B o <
pobyurethane foam gasket ensures a ; ¥ alll bt o ey | (7) O
weather-proot seal around each individual LED. 4148 N — ( )
Electrical: Installation: . § D | = .
* Mounting options for horizontal arm, vertical m [al) Dﬁ a4
1
* Sﬁﬁ g‘ﬁﬁt}?jﬁ' SR ARt 0 i LN o tenon or traditional arm mounting available. I ] 8 E L 8 %
* Power factor is =.90 at full load. Mauntinig: harhwers il aded. = > | = 0¥
* Dimmning drivers are standard, but must Finish: — (V9] 234
contact factory to request wiring leads for * |F5 polyester powder-cogt electrostatically . O ) < AN
purpose of external dimming controls, applied and thermocured. IFS finish consists of A 8 Weight: EPA o a o8
 Component-to-componant wirng within the a five stage pretreatment regimen with a 21.75" 16.75" 11.257 15.0 lbs JB7 ft? i %/T %o | — ® o
lurminaire may carry no more than 80% of polymer primer sealer and top coated with a 7m 495 m 86 mm 6.8 K —— | L | 5 |—2%Z
rated load and is certified by UL for use at themoset super TGIG polvester powder coat (552.mm) (25 mm 2 ) 62kg /ﬁ — | %) Z L < <Z(
BOOVAG at 90°C or higher, finish, / Z | = o J
* Plug disconnects are certified by UL for use « The finish mests the AAMA 2604 MOUNTING OPTIONS / | ———— o O a4 S a
at 600 VAC, 134 or higher, 13A rating performance specification which includes : L — | = (a1 LLI
applies to primary (AC) side only. passing a 3000 hour salt spray test far H — ] < |4 —
¢ Flxture alectrical compartmeant shall contain all corosion resistance and resists cracking or ' ﬁ — —
LED driver components and shall be provided [oss of adhesion per ASTM D522 and resists Sicle View " Back View - <(
with a push-button terminal block for AC surface impacts of up to 160 inch-pounds. Lo e L’&H/%i Ll L] Z
power Connections, Accen e — | I —
! Certifications/Ratings: s [T RPEN - T |t — <
* Surge protection - 20kA, . RS i o ) L - —_
= Optional 7-pin AMNS! C136.41-2013 twist-lock = Designlights Goneforhum (DLC) qugnned. 2oy | 5 | —_— | Z (%
photo control receptacle available. Compatibie u:-:unsullt DLC website for more details: Sicle Vigw Bk Yiew <
with AMNSIC136.41 external wirgless control htto:dwww.designliohts.org QPL 2-38" 00 Slip Fitter (MAR) O
devices, » Certified to UL 15928, UL 8730 and G54 18.757 — o
® Lifeshisid™ Circuit - protects luminaire from G222 No.250.0 - — 6.00° — I, ey O
excessive temperature. The device « IDA approved Hf ) — | — |
shall activate at a specific, factory-preset . Th ; I
termparature, and progressively reduce power E;ﬁﬁ;ﬁ;ﬁim;drﬂtg;mm 7 .00 @
over a finite termperature range. Operation shall B q‘ R ] L;_’l
be smooth and undetectable to the eye, Sy p’ , ﬁf"?c B 2-8/8" Adjustable Knucke [K) | —
Thesrmal circuit |s designed to “fall an®, i : ey s . —
allowing the luminaire to revert to full powvwer Warranty: I Should not Be il & I 258" 40807
in the evant of an internption of its power Five year limited warranty for moee information visit: 02 50 |_ 5507 —
supply, or faulty wiring connaction to the R hting comyresnl o AVErT ok |
drivers, The device shall be able to co-exist —— P " o
with other 0-10V control devices (ocoupancy ﬂ:-_.__ | g :
sensors, extarnal dirmmens, ete.). L
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