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CONTRACTOR RESPONSIBLE TO FIELD VERIFY LOCATIONS AND ELEVATIONS OF EXISTING UTILITY TIE-INS AS SHOWN ON SITE PLANS (SANITARY, STORM, WATER, GAS, ELECTRIC, PHONE, ETC.) PRIOR TO THE START OF CONSTRUCTION. CONTACT ALLAN WILEY AT GBC DESIGN, INC., 330-836-0228, WITH ANY CONCERNS PRIOR TO THE START OF CONSTRUCTION. CONTRACTOR TO VERIFY THE THICKNESS OF ANY OFF-SITE PAVEMENT (ASPHALT AND CONCRETE) AND SIDEWALK SO THE RESTORATION WORK IS INCLUDED IN THE BID.
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PLANNING/ZONING TOWN OF PLAINFIELD PLANNING DEPARTMENT 206 W MAIN STREET PLAINFIELD, IN 46168 JOE JAMES 317-839-2561 x217 jjames@town.plainfield.in.us FIRE DEPARTMENT PLAINFIELD FIRE TERRITORY HEADQUARTERS 591 MOON ROAD PLAINFIELD, IN 46168 WADE STEVENS 317-839-6939 x4 wstevens@plainfieldfire.com SANITARY SEWER TOWN OF PLAINFIELD PUBLIC WORKS DIVISION 986 SOUTH CENTER STREET PLAINFIELD, IN 46168 TIM BELCHER 317-754-5396 tbelcher@town.plainfield.in.us WATER SERVICE TOWN OF PLAINFIELD PUBLIC WORKS DIVISION 986 SOUTH CENTER STREET PLAINFIELD, IN 46168 TIM BELCHER 317-754-5396 tbelcher@town.plainfield.in.us STORM DRAINAGE/EROSION CONTROL TOWN OF PLAINFIELD PUBLIC WORKS DEPARTMENT 986 SOUTH CENTER STREET PLAINFIELD, IN 46168 SHANNON SWAN 317-754-5172 sswan@town.plainfield.in.us GAS SERVICE VECTREN 600 INDUSTRIAL DRIVE FRANKLIN, IN 46131 GERRY JONES 317-718-3604 gjones@vectren.com ELECTRIC SERVICE DUKE ENERGY CUSTOMER SERVICE 800-774-0246 TELEPHONE/CABLE SERVICE AT&T CUSTOMER SERVICE 800-480-8088
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LATITUDE N 41°31'11" (41.5197)LONGITUDE W 81°26'60" (-81.4500)
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GENERAL NOTES 1.  THE CONSTRUCTION OF THIS PROJECT SHALL BE GOVERNED BY THE INDIANA DEPARTMENT OF TRANSPORTATION INDIANA DEPARTMENT OF TRANSPORTATION  DEPARTMENT OF TRANSPORTATION (INDOT) CONSTRUCTION AND MATERIAL SPECIFICATIONS, CURRENT EDITION, THE INDOT STANDARD CONSTRUCTION INDOT) CONSTRUCTION AND MATERIAL SPECIFICATIONS, CURRENT EDITION, THE INDOT STANDARD CONSTRUCTION ) CONSTRUCTION AND MATERIAL SPECIFICATIONS, CURRENT EDITION, THE INDOT STANDARD CONSTRUCTION INDOT STANDARD CONSTRUCTION  STANDARD CONSTRUCTION DRAWINGS, AND THE CITY ENGINEERS AND STANDARD CONSTRUCTION DRAWINGS. 2. ALL DISTURBED GREEN AREAS SHALL BE TOP DRESSED AND RE-SEEDED. ALL DISTURBED GREEN AREAS SHALL BE TOP DRESSED AND RE-SEEDED. 3. CALL INDOT ONE CALL, 811, 48 HOURS PRIOR TO CONSTRUCTION. CALL INDOT ONE CALL, 811, 48 HOURS PRIOR TO CONSTRUCTION. INDOT ONE CALL, 811, 48 HOURS PRIOR TO CONSTRUCTION.  ONE CALL, 811, 48 HOURS PRIOR TO CONSTRUCTION. 4. ALL STORM SEWERS SHALL BE HIGH DENSITY POLYETHYLENE (HDPE) SMOOTH LINED PIPE MEETING AASHTO M294, ALL STORM SEWERS SHALL BE HIGH DENSITY POLYETHYLENE (HDPE) SMOOTH LINED PIPE MEETING AASHTO M294, TYPE S MAY BE USED. 5. EARTHWORK AND SITE PREPARATION SHALL BE AS SPECIFIED IN THE SOILS REPORT. EARTHWORK AND SITE PREPARATION SHALL BE AS SPECIFIED IN THE SOILS REPORT. 6. ELECTRICAL CONDUIT SHALL BE AS REQUIRED BY THE POWER COMPANY. ELECTRICAL CONDUIT SHALL BE AS REQUIRED BY THE POWER COMPANY. 7. TELEPHONE CONDUIT SHALL BE AS REQUIRED BY THE PHONE COMPANY. TELEPHONE CONDUIT SHALL BE AS REQUIRED BY THE PHONE COMPANY. 8. GAS SERVICE SHALL BE AS REQUIRED BY THE GAS COMPANY. GAS SERVICE SHALL BE AS REQUIRED BY THE GAS COMPANY. 9. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS IN THE ENGINEERING AND BUILDING THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS IN THE ENGINEERING AND BUILDING DEPARTMENTS.  10.  ROOF DRAINS MUST BE CONNECTED DIRECTLY TO THE STORM SEWER. ROOF DRAINS MUST BE CONNECTED DIRECTLY TO THE STORM SEWER. 11. THE CONTRACTOR IS RESPONSIBLE FOR ANY ADDITIONAL SILTATION CONTROL MEASURES NECESSARY TO PREVENT THE CONTRACTOR IS RESPONSIBLE FOR ANY ADDITIONAL SILTATION CONTROL MEASURES NECESSARY TO PREVENT SILT FROM LEAVING THE SITE. 12. THE CONTRACTOR IS RESPONSIBLE FOR LEGAL REMOVAL OF DEMOLITION MATERIAL AND DEBRIS. THE CONTRACTOR IS RESPONSIBLE FOR LEGAL REMOVAL OF DEMOLITION MATERIAL AND DEBRIS. 13. THE CONTRACTOR IS RESPONSIBLE FOR RETURNING ALL DISTURBED AREAS TO THEIR ORIGINAL CONDITION, OR THE CONTRACTOR IS RESPONSIBLE FOR RETURNING ALL DISTURBED AREAS TO THEIR ORIGINAL CONDITION, OR BETTER. 14. ROOF DRAINS, FOUNDATION DRAINS AND OTHER CLEAN WATER CONNECTIONS TO THE SANITARY SEWER SYSTEM ARE ROOF DRAINS, FOUNDATION DRAINS AND OTHER CLEAN WATER CONNECTIONS TO THE SANITARY SEWER SYSTEM ARE PROHIBITED. 15. PRICES BID PER FOOT FOR ALL PIPES IS COMPLETE IN PLACE REGARDLESS OF SOIL OR ROCK CONDITIONS. PRICES BID PER FOOT FOR ALL PIPES IS COMPLETE IN PLACE REGARDLESS OF SOIL OR ROCK CONDITIONS. 16. TEMPORARY SOIL EROSION AND SEDIMENT CONTROL WILL BE REQUIRED IN ACCORDANCE WITH THE CITY OF TEMPORARY SOIL EROSION AND SEDIMENT CONTROL WILL BE REQUIRED IN ACCORDANCE WITH THE CITY OF THE CITY OF PLAINFIELD AND THE HENDRICKS COUNTY ENGINEERING DEPARTMENTS.  ENGINEERING DEPARTMENTS. 17. THE CONTRACTOR SHALL PROVIDE 48 HOURS NOTICE TO THE CITY ENGINEER AND PUBLIC WORKS DEPARTMENT THE CONTRACTOR SHALL PROVIDE 48 HOURS NOTICE TO THE CITY ENGINEER AND PUBLIC WORKS DEPARTMENT PRIOR TO BEGINNING WORK TO ARRANGE FOR INSPECTION. 18. ALL STORM SEWER RUN DISTANCES ARE FROM CENTERLINE TO CENTERLINE OF MANHOLES OR CATCH BASINS. ALL ALL STORM SEWER RUN DISTANCES ARE FROM CENTERLINE TO CENTERLINE OF MANHOLES OR CATCH BASINS. ALL PIPE INVERT ELEVATIONS GIVEN AT MANHOLES ARE AT CENTERLINE OF MANHOLE. ALL STORM SEWER INLETS AND MANHOLES ARE TO HAVE TOP ELEVATIONS. 19. A 4 FOOT MINIMUM HORIZONTAL CLEARANCE SHALL BE MAINTAINED FROM THE OUTSIDE EDGE OF ALL WATER MAIN A 4 FOOT MINIMUM HORIZONTAL CLEARANCE SHALL BE MAINTAINED FROM THE OUTSIDE EDGE OF ALL WATER MAIN PIPE TO THE OUTSIDE EDGE OF ALL STORM SEWER PIPE. 20. A 10 FOOT MINIMUM HORIZONTAL CLEARANCE SHALL BE MAINTAINED FROM THE OUTSIDE EDGE OF THE WATER MAIN A 10 FOOT MINIMUM HORIZONTAL CLEARANCE SHALL BE MAINTAINED FROM THE OUTSIDE EDGE OF THE WATER MAIN PIPE TO THE OUTSIDE EDGE OF THE SANITARY SEWER PIPE OR FORCE MAIN PIPE. 21. AN 18-INCH MINIMUM VERTICAL CLEARANCE SHALL BE MAINTAINED FROM THE OUTSIDE EDGE OF ALL WATER SERVICE AN 18-INCH MINIMUM VERTICAL CLEARANCE SHALL BE MAINTAINED FROM THE OUTSIDE EDGE OF ALL WATER SERVICE LINES TO THE OUTSIDE EDGE OF ALL OTHER UTILITIES. 22. ALL SANITARY SEWERS SHALL CONSIST OF PVC SDR-35 MEETING ASTM D-3034 WITH JOINTS CONFORMING TO ASTM ALL SANITARY SEWERS SHALL CONSIST OF PVC SDR-35 MEETING ASTM D-3034 WITH JOINTS CONFORMING TO ASTM D-3212 UNLESS OTHERWISE NOTED.
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